tiling underneath floating vanity

tiled wall from bench to ceiling

small towel hook —
(refer to fixtures schedule)

20mm natural stone benchtop—
on top of custom vanity
(refer to detailed drawing)

__shaving cabinet w LED mirror - surface mount
(refer to fixtures schedule)

— custom floating vanity - wall-to-wall
(refer to detail drawing)

— 1 x double GPO
(refer to electrical plan)

painted wall 87
(refer to finishes schedule) L\ MY—SL /|
A ——— 11 spout and mixer T | H KR
(refer to fixtures schedule) [ 1
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ELEVATION A (SOUTH)

PROPOSED INTERNAL ELEVATIONS 1 (BATHROOM)

SCALE 1:50

Please note - bathroom ceiling is to be square set finish

tiled skirt
(refer to finishes schedule)

painted wall

proposed obscure awning window - plaster reveal finish
(refer to windows schedule)

(refer to finishes schedule)

shower rail set
(refer to fixtures schedule)

back to (left) corner freestanding bath
(refer to fixtures schedule)

— tiled wall from floor-to-ceiling

anity ‘

450 110
| 2930 |

‘ plaster-to-plaster ‘

ELEVATION B (WEST)

shower rail set
(refer to fixtures schedule)

bath tub outlet
(refer to fixtures schedule)

— tiled wall from floor-to-ceiling

. bath hub mixer
(refer to fixtures schedule)

1730

mixer J
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‘ plaster-to-plaster

ELEVATION C (NORTH)
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GENERAL NOTES.

FIGURED DIMENSIONS SHALL TAKE PRECEDENCE
OVER SCALED DIMENSIONS.

ANY EXTRA WORK ENTAILED HEREAFTER MUST BE
CLAIMED AND APPROVAL OBTAINED BEFORE

PROCEEDING OTHERWISE NO EXTRA WILL BE
ALLOWED FOR.

AADEQUATELY SUPPORT EXISTING STRUCTURE DURING
DEMOLITION, ALTERATIONS AND CONSTRUCTION.

ALL MATERIALS , APPLIANCES, FITTINGS AND

FINISHES ARE TO BE INSTALLED IN ACCORDANCE
WITH THE MANUFACTURER'S RECOMMENDATIONS AND
IN COMPLIANCE WITH THE RELEVANT CODES OF THE
AUSTRALIAN STANDARDS.

THIS DRAWING IS TO BE READ IN CONJUNCTION
WITH ARCHITECTURAL DRAWINGS AND ALL OTHER
ENGINEERING & CONSULTANTS DRAWINGS.
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tiled floor to ceiling privacy wall

2 x robe hook
(refer to fixtures schedule)

wall-to-wall shower screen with pull
hinged (refer to fixtures schedule)
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‘ plaster-to-plaster ‘

ELEVATION D (NORTH)

PROPOSED INTERNAL ELEVATIONS 2 (BATHROOM)
SCALE 1:50

Please note - bathroom ceiling is to be square set finish

1200

niche height

I
N

shower screen door

shower mixer
(refer to fixtures schedule)

tiled niche

AN B
O
=

niche

shower mixer

490 1730

plaster-to-plaster

ELEVATION C (SOUTH)

tiled floor to ceiling privacy wall

300

1800
robe hook
1100

towel rail

tiled wall from floor-to-ceiling
(refer to finishes schedule)

1 x towel rail

(refer to fixtures schedule)

1 x robe hook
(refer to fixtures schedule)

/ .
/opening

279
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GENERAL NOTES.

FIGURED DIMENSIONS SHALL TAKE PRECEDENCE
OVER SCALED DIMENSIONS.

ANY EXTRA WORK ENTAILED HEREAFTER MUST BE
CLAIMED AND APPROVAL OBTAINED BEFORE
PROCEEDING OTHERWISE NO EXTRA WILL BE
ALLOWED FOR.

AADEQUATELY SUPPORT EXISTING STRUCTURE DURING
DEMOLITION, ALTERATIONS AND CONSTRUCTION.

ALL MATERIALS , APPLIANCES, FITTINGS AND

FINISHES ARE TO BE INSTALLED IN ACCORDANCE
WITH THE MANUFACTURER'S RECOMMENDATIONS AND
IN COMPLIANCE WITH THE RELEVANT CODES OF THE
AUSTRALIAN STANDARDS.
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—— 230mm tiled skirt
(refer to finishes schedule)

— painted walll
(refer to finishes schedule)

— toilet roll

/00

toilet roll

1730

‘ plaster-to-plaster

ELEVATION A (SOUTH)

PROPOSED POWDER ROOM
SCALE 1:50

— 230mm tiled skirt
(refer to finishes schedule)

proposed obscure awning window - plaster reveal finish
(refer to windows schedule)

1200

shaving cabinet ‘

435
1280 |

plaster-to-plaster ‘

ELEVATION B (WEST)

1100

—— 230mm tiled skirt under vanity
(refer to finishes schedule)

— painted wall
(refer to finishes schedule)

— 460mm tiled splashback to underside of cabinet
(refer to finishes schedule)

—— shaving cabinet w mirror - surface mount
(refer to fixtures schedule)

20mm natural stone benchtop

on top of custom vanity

(refer to detailed drawing)

custom floating vanity - wall-to-wall
(refer to detail drawing)

spout and mixer
(refer to fixtures schedule)

painted wall
(refer to finishes schedule)
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600

‘ vanity H\s'back‘
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plastered bulkhead - painted
(refer to finishes schedule)

custom overhead cabinetry
(refer to finishes schedule)

laundry mixer

/ —_—
/ [ I A

/

! (-
farmhouse sink undermounted /) T %
overhanging cabinetry approx. 10mm // JV‘»

(refer to fixtures schedule) / —
/ q -
/ @)
/
/ N }
// To____ ]
custom undersink cabinetry / =~ g
with 20mm stone benchtop / 00O
(refer to finishes schedule) /opening ‘

008

900 | 650

1030

plaster-to-plaster

ELEVATION A (SOUTH)

PROPOSED LAUNDRY ROOM
SCALE 1:50

[ (refer to fixtures schedule)

300

GPO for washine machine
TBC w builder

(refer to electrical plan)

panel for future pull out laundry basket

(refer to finishes schedule)

— 150mm high tiled splashback
(refer to windows schedule)

proposed awning window - plaster reveal finish
[~ (refer to windows schedule)

— benchtop to be finishing flush with window frame
(refer to details on architecturals)

— 150mm laminate kicker
(refer to finishes schedule)
— custom overhead cabinetry
(refer to finishes schedule)
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— 1 x double GPO

broom cupboard
[~ (refer to finishes schedule)

2100

1500

1005

ELEVATION D (EAST)

— 150mm laminate kicker
(refer to finishes schedule)

— painted wall
(refer to finishes schedule)

— 150mm tiled skirting
(refer to finishes schedule)

——1 x double GPO
(refer to electrical plan)
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‘ plaster-to-plaster ‘

ELEVATION C (NORTH)
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GENERAL NOTES.
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ANY EXTRA WORK ENTAILED HEREAFTER MUST BE
CLAIMED AND APPROVAL OBTAINED BEFORE
PROCEEDING OTHERWISE NO EXTRA WILL BE
ALLOWED FOR.

ADEQUATELY SUPPORT EXISTING STRUCTURE DURING
DEMOLITION, ALTERATIONS AND CONSTRUCTION.

ALL MATERIALS , APPLIANCES, FITTINGS AND
FINISHES ARE TO BE INSTALLED IN ACCORDANCE
WITH THE MANUFACTURER'S RECOMMENDATIONS AND
IN COMPLIANCE WITH THE RELEVANT CODES OF THE
AUSTRALIAN STANDARDS.
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WITH ARCHITECTURAL DRAWINGS AND ALL OTHER
ENGINEERING & CONSULTANTS DRAWINGS.
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overhead shelves

(refer to finishes schedule)
TBC w builder

undersink custom cabinetry
(refer to finishes schedule)
TBC w builder

proposed awning window - plaster reveal finish
(refer to windows schedule)

undermounted double sink
(refer to fixtures schedule)

double GPO ———
(refer to electrical plan)

tiled splashback:
(refer to finishes schedule)

natural stone drop panel

(refer to finishes schedule)
40mm natural stone benchtop
(20mm thickness w 40mm edge)
(refer to finishes schedule)
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PROPOSED INTERNAL ELEVATIONS (KITCHEN)
SCALE 1:50

tiled splashback:
(refer to finishes schedule)

—— custom overhead shelves

(refer to finishes schedule)

—— custom overhead shelves

(refer to finishes schedule)
TBC w builder

40mm natural stone benchtop
(20mm thickness w 40mm edge)

(refer to finishes schedule)

— opening to I'dry
— pantry

TBC w builder

1
=

TBC w builder
—— custom cabinetry
plastered bulkhead (refer to finishes schedule)
TBC w builder
——
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GENERAL NOTES.

FIGURED DIMENSIONS SHALL TAKE PRECEDENCE
OVER SCALED DIMENSIONS,

ANY EXTRA WORK ENTAILED HEREAFTER MUST BE
CLAIMED AND APPROVAL OBTAINED BEFORE
PROCEEDING OTHERWISE NO EXTRA WILL BE
ALLOWED FOR.

ADEQUATELY SUPPORT EXISTING STRUCTURE DURING
DEMOLITION, ALTERATIONS AND CONSTRUCTION.

ALL MATERIALS , APPLIANCES, FITTINGS AND
FINISHES ARE TO BE INSTALLED IN ACCORDANCE
WITH THE MANUFACTURER'S RECOMMENDATIONS AND
IN COMPLIANCE WITH THE RELEVANT CODES OF THE
AUSTRALIAN STANDARDS.
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WITH ARCHITECTURAL DRAWINGS AND ALL OTHER
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20mm natural stone benchtop N . )
sitting on top (by others) L s
abovemounted basin (centred) . I
(refer to fixtures schedule) e S §§
/LT A A | —
| 1 - N | 3
i S A
O drawer i drawer o i i % / i i O
— 1 R B -
) cupFoard . / ] O
dra ‘ dra | | | / | |
540 450
distance to
centre of spout

43)

430

1280

PROPOSED BATHROOM VANITY

SCALE 1:20

FRONT VIEW

SIDE PROFILE VIEW

NOTE: DEPTH OF DRAWERS TO BEST DETERMINED BY MANUFACTURER (TIMBERLINE)
NOTE: VANITY DESIGN HAS ACCOUNTED FOR PLASTER ON BOTH SIDES RESULTING IN AN APPROXIMATELY WIDTH OF 1280MM - BUILDER TO CHECK ON SITE
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FIGURED DIMENSIONS SHALL TAKE PRECEDENCE
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ANY EXTRA WORK ENTAILED HEREAFTER MUST BE
CLAIMED AND APPROVAL OBTAINED BEFORE
PROCEEDING OTHERWISE NO EXTRA WILL BE
ALLOWED FOR.

AADEQUATELY SUPPORT EXISTING STRUCTURE DURING
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20mm natural stone benchtop
sitting on top (by others)

*********************

right hand abovemounted basin
(refer to fixtures schedule)
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SCALE 1:20
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NOTE: DEPTH OF DRAWERS TO BEST DETERMINED BY MANUFACTURER (TIMBERLINE)
NOTE: VANITY DESIGN HAS ACCOUNTED FOR PLASTER ON BOTH SIDES RESULTING IN AN APPROXIMATELY WIDTH OF 1280MM - BUILDER TO CHECK ON SITE
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