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SITE ANALYSIS:

SITE AREA: 278 sgm.
EX.RESIDENCE: 56.18 sgm.
EX. DECK: 7.96 sgm.
EX. PORCH: 2.04 sgm.
EX. CARPORT: 24.73 sqm.

PROP. ALTERATIONS: 27.63 sqm.

SITE COVERAGE
PERMEABILITY

118.54 sam. 42.64%
159.46 sgm. 57.36%

HATCH INDICATES PROPOSED
EXTENSION /ALTERATONS

NOTE:

ALTERATIONS REMAIN WITHIN THE
EXISTING BUILDING FOOTPRINT.

STORMWATER DRAIN NOTE:

NO ADDITIONAL STORMWATER
INFRASTRUCTURE REQUIRED AS
PART OF THE PROPOSAL.
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DIMENSION NOTE:

ALL DIMENSIONS SHOWN ARE APPROX.
ONLY AND NEED TO BE FULLY
CHECKED AND CONFIRMED ON SITE.

EXISTING DWELLING INCLUDING WALLS,
WINDOWS, ROOF, SUB—FLOOR ETC.
TO REMAIN AS DIRECTED BY OWNER.

DEMOLITION NOTE:

DEMOLISH EXISTING AREAS SHOWN DASHED INCLUDING,
BUT NOT LIMITED TO, WALLS, WINDOWS, DOORS, FLOOR,
SUB—FLOOR AND ROOF STRUCTURES.

RETAIN ANY MATERIALS, APPLIANCES, FITTINGS,
FIXTURES ETC. AS DIRECTED BY OWNERS.

DRAWINGS TO BE READ IN CONJUNCTION
WITH ENGINEERING DOCUMENTATION.
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DEMOLITION NOTE:

DEMOLISH EXISTING AREAS SHOWN DASHED INCLUDING, remove existing window
BUT NOT LIMITED TO, WALLS, WINDOWS, DOORS, FLOOR,
SUB—FLOOR AND ROOF STRUCTURES.

RETAIN ANY MATERIALS, APPLIANCES, FITTINGS,
FIXTURES ETC. AS DIRECTED BY OWNERS.

WGFCL - N N N N . N N ~ L
o
o
EXISTING DWELLING INCLUDING WALLS, &
WINDOWS, ROOF, SUB—FLOOR ETC.
TO REMAIN AS DIRECTED BY OWNER. WOFFL
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EXISTING AREAS

EXISTING RESIDENCE TO REMAIN: 56.18 sqm
EXISTING PORCH TO REMAIN: 2.04 sgm
EXISTING CARPORT TO REMAIN: 24.73 sqm
EXISTING DECK TO REMAIN: 7.96 sgm
PROPOSED GF ALTERATION: 27.63 sgm
TOTAL AREA: 118.54 sqm
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DIMENSION NOTE:

ALL DIMENSIONS SHOWN ARE APPROX.
ONLY AND NEED TO BE FULLY
CHECKED AND CONFIRMED ON SITE.

EXISTING DWELLING INCLUDING WALLS,
WINDOWS, ROOF, SUB—FLOOR ETC.
TO REMAIN AS DIRECTED BY OWNER.

DEMOLITION NOTE:

DEMOLISH EXISTING AREAS SHOWN DASHED INCLUDING,
BUT NOT LIMITED TO, WALLS, WINDOWS, DOORS, FLOOR,
SUB—FLOOR AND ROOF STRUCTURES.

RETAIN ANY MATERIALS, APPLIANCES, FITTINGS,
FIXTURES ETC. AS DIRECTED BY OWNERS.

FLOOR PLAN LEGEND:

) m_w_m_wmwwomﬁo OUTSIDE AIR)

(® SMOKE DETECTOR (INTERCONNECTED)
DP  DOWNPIPE LOCATION

IMH| MANHOLE (CEILING ACCESS)

ELECTRICAL METERBOARD (TBD)

—

i
&

HOT WATER SERVICE

=
N5

(

WATER POINT
TAP

BEAMS TO BE DESIGNED BY
ENGINEER, BUT NOT LIMITED TO,
AS DETERMINED BY ENGINEERS
STRUCTURAL ASSESSMENT.

(®) & ¢

DRAWINGS TO BE READ IN CONJUNCTION
WITH ENGINEERING DOCUMENTATION.

JOB ADDRESS:
11 LORD STREET

CAULFIELD EAST VIC 3145

CLIENT:
VINCENT PHAM

d_ CONTRACTOR MUST VERIFY ALL DIMENSIONS BUILDER:
V| o teteour e oo mon o commcne SKETCH & e o520 e v i T 0
esign .
_K_w_ﬂmmm__mw DO NOT SCALE DRAWINGS. vt CHECKED: DA - DPAD 15038 | TmME:  9:22 AM | TYPE: A A | REVISION: | JOB No: Nwﬂc
iinssesmesion] ALWAYS USE WRITTEN DIMENSIONS. DATE: 28/01/2025 | SCALE: 1:100 | bRAFTNo: FINAL | 1ssue: BJ




DEMOLITION NOTE:

DEMOLISH EXISTING AREAS SHOWN DASHED INCLUDING,
BUT NOT LIMITED TO, WALLS, WINDOWS, DOORS, FLOOR,
SUB—-FLOOR AND ROOF STRUCTURES.

RETAIN ANY MATERIALS, APPLIANCES, FITTINGS,

obscure safety glass —

— obscure glazing

®

FIXTURES ETC. AS DIRECTED BY OWNERS. VWGFCL
EXISTING DWELLING INCLUDING WALLS,
WINDOWS, ROOF, SUB—FLOOR ETC. WGFFL
TO REMAIN AS DIRECTED BY OWNER.
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ELECTRICAL LEGEND:
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LIGHT POINT
DOWNLIGHT POINT
WALL MOUNTED LIGHT POINT

STAIR LIGHT 450MM ABOVE FFL

EX. FLOOD LIGHT POINT

PENDANT

FLUORESCENT LIGHT POINT

TRACK LIGHTING

MOVEMENT SENSOR FOR LIGHT

TASTIC COMBINATION

SINGLE POWER POINT

DOUBLE POWER POINT

EX. WEATHERPROOF DOUBLE POWER POINT
EX. WEATHERPROOF SINGLE POWER POINT
EXHAUST FAN

SMOKE DETECTOR INTERCONNECTED
DUCTED HEATING OUTLET (GUIDE ONLY)
DUCTED COOLING OUTLET (GUIDE ONLY)
MANHOLE (CEILING ACCESS POINT)
ELECTRICAL METERBOARD

TELEVISION POINT

TELECOMMUNICATIONS POINT

CEILING FAN

FAN & LIGHT COMBINATION

GARDEN TAP
WATER POINT

DATA POINT

HOT WATER SYSTEM
DOOR BELL

SPLIT SYSTEM

SPLIT SYSTEM CONDENSER
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in shaving
cabinet

/\ ELECTRICAL PLAN

C 1:100

/. / —o
Lighting Assessment
NCC Volume 2 Section 3.12
©Copyright Sketch Building Design
Job No: 2370
Job Address: 11 Lord Street, Caulfield North, Vic,3145
Date:  21/11/2024
LIGHTING
Dwelling Watts Quantity Total Watts
Downlight 10 6 60
Total 60
Ceiling Area W/m’ Max W/m’ | Complies
26.63 2.25 5 Yes

Note - All external lighting must be controlled by a daylight sensor or have

a minimum efficiency of 40 lumens per watt.
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NOTE:

WINDOW MANUFACTURERS TO ENSURE THE
WINDOW PERFORMANCES HAS BEEN REVIEWED ON
THE ENERGY RATING REPORT.

DIMENSIONS SHOWN ARE OPENING DIMENSIONS
INCLUDING FRAME, CONTRACTOR TO CHECK STUD
OPENING AND ALLOW FOR BUILDING TOLERANCES.
ALL OPENING DIMENSIONS ARE NOMINAL AND MUST
BE VERIFIED ON SITE BY BUILDER.

REFER TO FLOOR PLANS & ELEVATIONS FOR
DIRECTION OF DOOR SWINGS. ALL WINDOWS, DOORS
AND GLAZING SHALL BE MANUFACTURED AND
INSTALLED IN ACCORDANCE WITH AS 2047.

face brickwork ———————

plasterboard wall lining _..

Y.

DIMENSION NOTE:

ALL DIMENSIONS SHOWN ARE
APPROXIMATE ONLY AND NEED TO
BE FULLY CHECKED AND CONFIRMED
ON SITE.

overhead cupboards

steel brick lintel as specified

aluminium window frame to be min.
50mm oversize (Height & Width) to allow
for seamless glass appearance between
overhead cupboards and benchtop

/

/| timber reveal with packing to suit

(This will not be seen)

caulking between glazing and overheads

& tiled or other waterproof reveal

on side of window

caulking between glazing and benchtop

benchtop to continue

through to glazing laundry cupboard

joinery

timber reveal for aluminium window
(This will not be seen)

LA

ick si N
brick sill \/A/\
N L

e

N1

L ~_

1 &=

sisalation paper /\/M
N

N

oo, DETAIL

packing to suit for stone benchtop

insulated wall studs
(see energy rating report)
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GENERAL NOTES
INTELLECTUAL PROPERTY AND USE OF THIS DOCUMENT

THIS DOCUMENT HAS BEEN PREPARED FOR THE EXCLUSIVE USE OF THE CLIENT OF 'SKETCH BUILDING
DESIGN' (THE DESIGNER), FOR THE PURPOSE EXPRESSLY NOTIFIED TO THE DESIGNER. ANY OTHER PERSON
WHO USES OR RELIES ON THESE PLANS WITHOUT THE DESIGNER'S WRITTEN CONSENT DOES SO AT THEIR
OWN RISK AND NO RESPONSIBILITY IS ACCEPTED BY THE DESIGNER FOR SUCH USE AND/OR RELIANCE.

THIS DOCUMENT IS TO BE READ IN CONJUNCTION WITH ALL DRAWINGS, DETAILS AND INFORMATION PROVIDED
BY THE CONSULTANTS NAMED HEREIN, AND WITH ANY OTHER WRITTEN INSTRUCTIONS ISSUED IN THE
COURSE OF THE CONTRACT.

A BUILDING PERMIT IS REQUIRED PRIOR TO THE COMMENCEMENT OF THESE WORKS. THE RELEASE OF THIS
DOCUMENT IS CONDITIONAL ON THE CLIENT OBTAINING THE REQUIRED BUILDING PERMIT.

MATERIALS AND TRADE PRACTICES

ALL MATERIALS, CONSTRUCTION AND WORK PRACTICES SHALL COMPLY WITH BUT NOT BE LIMITED TO THE
CURRENT ISSUE OF BUILDING REGULATIONS 2018, NATIONAL CONSTRUCTION CODE 2022 BUILDING CODE OF
AUSTRALIA VOL. 2 (HEREAFTER REFERRED TO AS BCA), AND ALL RELEVANT CURRENT AUSTRALIAN
STANDARDS REFERRED TO THEREIN.

WORK AND SITE MANAGEMENT PRACTICES SHALL COMPLY WITH ALL RELEVANT LAWS AND BY-LAWS.

IF ANY PERFORMANCE SOLUTION IS PROPOSED, IT SHALL BE ASSESSED AND APPROVED BY THE RELEVANT
BUILDING SURVEYOR/BUILDING CERTIFIER AS MEETING BCA PERFORMANCE REQUIREMENTS PRIOR TO
IMPLEMENTATION OR INSTALLATION.

INSTALLATION OF ALL SERVICES SHALL COMPLY WITH THE RESPECTIVE SUPPLY AUTHORITY'S
REQUIREMENTS.

VARIATIONS

SHOULD ANY CONFLICT ARISE BETWEEN THESE PLANS AND BCA, AUSTRALIAN STANDARDS OR A
MANUFACTURER'S INSTRUCTIONS, THIS DISCREPANCY SHALL BE REPORTED IMMEDIATELY TO THE DESIGNER,
BEFORE ANY OTHER ACTION IS TAKEN.

THE CLIENT AND/OR THE CLIENT'S BUILDER SHALL NOT MODIFY OR AMEND THE PLANS WITHOUT THE
KNOWLEDGE AND CONSENT OF THE DESIGNER, EXCEPT WHERE THE RELEVANT BUILDING
SURVEYOR/BUILDING CERTIFIER MAKES MINOR NECESSARY CHANGES TO FACILITATE THE BUILDING PERMIT
APPLICATION, AND WHERE SUCH CHANGES ARE REPORTED BACK TO THE DESIGNER WITHIN 48 HOURS OF
THEIR MAKING.

THE APPROVAL BY THE DESIGNER OF A SUBSTITUTE MATERIAL, WORK PRACTICE OR THE LIKE IS NOT AN
AUTHORISATION FOR ITS USE OR A CONTRACT VARIATION. ANY VARIATIONS AND/OR SUBSTITUTIONS TO
MATERIALS OR WORK PRACTICES SHALL BE ACCEPTED BY ALL PARTIES TO THE BUILDING CONTRACT AND,
WHERE APPLICABLE, THE [RELEVANT BUILDING SURVEYOR/BUILDING CERTIFIER], PRIOR TO IMPLEMENTATION.

MEASUREMENTS

FIGURED DIMENSIONS TAKE PRECEDENCE OVER SCALED DIMENSIONS.

ALL MEASUREMENTS ARE IN MILLIMETRES, UNLESS NOTED OTHERWISE.

WINDOW SIZES ARE NOMINAL ONLY. ACTUAL SIZE MAY VARY ACCORDING TO MANUFACTURER.

THE BUILDER AND SUBCONTRACTORS SHALL CHECK AND VERIFY ALL DIMENSIONS, SETBACKS, LEVELS,
SPECIFICATIONS, AND ALL OTHER RELEVANT DOCUMENTATION PRIOR TO THE COMMENCEMENT OF ANY
WORKS. REPORT ALL DISCREPANCIES TO THE DESIGNER FOR CLARIFICATION.

SITE PROTECTION DURING THE CONSTRUCTION PERIOD

PROTECTIVE OUTRIGGERS, FENCES, AWNINGS, HOARDING, BARRICADES AND THE LIKE SHALL BE INSTALLED
WHERE NECESSARY TO GUARD AGAINST DANGER TO LIFE OR PROPERTY OR WHEN REQUIRED BY THE
RELEVANT BUILDING SURVEYOR AND/OR COUNCIL.

WHERE REQUIRED BY COUNCIL, THE BUILDER SHALL CONSTRUCT A TEMPORARY CROSSING PLACED OVER
THE FOOTPATH.

ALL PRACTICABLE MEASURES SHALL BE IMPLEMENTED TO MINIMISE WASTE TO LANDFILL. THE BUILDER MAY
USE A CONSTRUCTION WASTE RECOVERY SERVICE, OR SORT AND TRANSPORT RECYCLABLE MATERIALS TO
THE APPROPRIATE REGISTERED RECYCLER. MATERIALS SHALL NOT BE BURNED ON SITE.

A SITE MANAGEMENT PLAN SHALL BE IMPLEMENTED FROM THE COMMENCEMENT OF WORKS, TO CONTROL
SEDIMENT RUN-OFF IN ACCORDANCE WITH [INSERT RELEVANT STATE/COUNCIL GUIDELINES OR REGULATION].
SILT FENCES SHALL BE PROVIDED TO THE LOW SIDE OF THE ALLOTMENT AND AROUND ALL SOIL STOCKPILES
AND STORM WATER INLET PITS/SUMPS AND 'SILT STOP' FILTER BAGS OR EQUIVALENT SHALL BE PLACED OVER
ALL STORM WATER ENTRY PITS. EROSION CONTROL FABRIC SHALL BE PLACED OVER GARDEN BEDS TO
PREVENT SURFACE EROSION.

DUST-CREATING MATERIAL SHALL BE KEPT SPRAYED WITH WATER SO AS TO PREVENT ANY NUISANCE FROM
DUST.

WASTE MATERIALS SHALL NOT BE PLACED IN ANY STREET, ROAD OR RIGHT OF WAY.

EARTHWORKS (UNRETAINED) SHALL NOT EXCEED 2M.

CUT AND FILL BATTERS SHALL COMPLY WITH BCA TABLE 3.2.1.

PROTECTION OF THE BUILDING FABRIC

THE BUILDER SHALL TAKE ALL STEPS NECESSARY TO ENSURE THE STABILITY AND GENERAL WATER
TIGHTNESS OF ALL NEW AND/OR EXISTING STRUCTURES DURING ALL WORKS.

WINDOWS, DOORS AND SERVICE PENETRATIONS SHALL BE FLASHED ALL AROUND.
ALL PLIABLE MEMBRANES SHALL BE INSTALLED TO COMPLY AND BE IN ACCORDANCE WITH BCA 10.8.1

© COPYRIGHT IN WHOLE OR IN PART

GUTTERS AND DRAINAGE SHALL BE SUPPLIED AND INSTALLED IN ACCORDANCE WITH AS3500.3.

ANTI-PONDING DEVICES/BOARDS SHALL BE INSTALLED ACCORDING TO BCA 7.3.5.

DAMPCOURSES WITH WEEPHOLES AND CAVITY FLASHINGS SHALL BE INSTALLED IN ACCORDANCE WITH
AS4773.2.

SURFACES AROUND THE PERIMETER OF A RESIDENTIAL SLAB SHALL FALL AWAY FROM THAT SLAB BY NOT
LESS THAN 50MM OVER THE FIRST 1M. WHERE NOT STIPULATED IN THE GEOTECHNICAL REPORT, FREEBOARD
SHALL BE NOT LESS THAN 50MM FROM AN IMPERMEABLE SURFACE OR 150MM FROM A PERMEABLE SURFACE.
SUBFLOOR VENTS SHALL BE LOCATED >600MM FROM CORNERS AND BE INSTALLED BELOW BEARERS. SUCH
VENTS SHALL PROVIDE A RATE PER 1000MM RUN OF EXTERNAL OR INTERNAL CROSS WALLS OF:

— 7,500MM? CLEAR VENTILATION WHERE PARTICLE BOARD FLOORING IS USED; OR

— 6,000MM? FOR OTHER SUBFLOOR TYPES.

[WHERE A BUILDING OTHER THAN DETACHED CLASS 10 IS LOCATED IN A TERMITE-PRONE AREA] THE BUILDING
SHALL BE PROVIDED WITH A TERMITE MANAGEMENT SYSTEM COMPLIANT WITH AS3660.1 OR AS3660.2.

IN SALINE OR INDUSTRIAL ENVIRONMENTS, MASONRY UNITS, MORTAR, AND ALL BUILT-IN COMPONENTS SHALL
COMPLY WITH THE DURABILITY REQUIREMENTS OF TABLE 4.1 OF AS4773.1, PART 1: DESIGN.

BUILDING TIE-DOWNS SHALL BE APPROPRIATE FOR THE SITE WIND CLASSIFICATION AND PROVIDED IN
ACCORDANCE WITH BCA 5.6.6.

CORROSION PROTECTION SHALL BE SUITED TO THE SITE CONTEXT AND PROVIDED FOR BUILT-IN STRUCTURAL
STEEL MEMBERS SUCH AS STEEL LINTELS, SHELF ANGLES, CONNECTORS, ACCESSORIES (OTHER THAN WALL
TIES) IN ACCORDANCE WITH TABLE 4.1 OF AS4773.1 MASONRY IN SMALL BUILDINGS, PART 1: DESIGN.

SHEET ROOFING SHALL BE PROTECTED FROM CORROSION IN A MANNER APPROPRIATE TO THE SITE
CONTEXT, IN ACCORDANCE WITH BCA TABLE 7.2.2A.

SINGLE LEAF MASONRY WALLS SHALL BE WEATHERPROOFED PER BCA 5.7.6.

[IN CLIMATE ZONES 6, 7 AND 8] UNLESS EXCLUDED BY BCA 10.8.3(2) ROOFS SHALL BE PROVIDED WITH
VENTILATION OPENINGS PER BCA 10.8.3.

EXTERNAL WATERPROOFING FOR ON FLAT ROOFS, ROOF TERRACES, BALCONIES AND TERRACES AND OTHER
SIMILAR HORIZONTAL SURFACES LOCATED ABOVE INTERNAL SPACES OF A BUILDING SHALL COMPLY WITH
BCA H2D8.

WATERPROOFING OF WET AREAS - BEING BATHROOMS, SHOWERS, SHOWER ROOMS, LAUNDRIES, SANITARY
COMPARTMENTS AND THE LIKE - SHALL BE PROVIDED IN ACCORDANCE WITH BCA 10.2.

BALCONY WATERPROOFING SHALL BE INSTALLED IN ACCORDANCE WITH AS4654.1 & AS4654.2.

GLAZING

GLAZED UNITS SHALL BE INSTALLED IN ACCORDANCE WITH BCA 8.3.2.
FULLY FRAMED GLAZING INSTALLED IN THE PERIMETER OF BUILDINGS SHALL COMPLY WITH BCA 8.3.3.

GLASS - INCLUDING, BUT NOT LIMITED TO, WINDOWS, DOORS, SCREENS, PANELS, SPLASHBACKS AND
BARRIERS - SHALL COMPLY WITH BCA 3.3.3.

GLAZING SUBJECT TO HUMAN IMPACT SHALL COMPLY WITH BCA 8.4.

FOOTINGS

L]

FOOTINGS SHALL NOT, UNDER ANY CIRCUMSTANCE, ENCROACH OVER TITLE BOUNDARIES OR EASEMENT
LINES.

WHERE CONCRETE STUMPS ARE TO BE USED, THESE SHALL BE:

— 100 X 100MM (1X 5SMM HD WIRE) IF UP TO 1400MM LONG

— 100 X 100MM (2X 5MM HD WIRES) IF 1401MM TO 1800MM LONG

— 125 X 125MM (2X 5MM HD WIRES) IF 1801MM TO 3000MM LONG.

100MM X 100MM STUMPS THAT EXCEED 1200MM ABOVE GROUND LEVEL SHALL BE BRACED WHERE NO
PERIMETER BASE BRICKWORK IS PROVIDED.

ALL CONCRETE FOOTINGS SHALL BE FOUNDED AT A DEPTH TO A MINIMUM REQUIRED BEARING CAPACITY
AND/OR IN ACCORDANCE WITH RECOMMENDATIONS CONTAINED IN SOIL REPORT (OR OTHERWISE AT
ENGINEER'S DISCRETION).

STORMWATER AND SEWERS

100MM DIA. CLASS 6 UPVC STORMWATER LINE MIN GRADE 1:100 SHALL BE CONNECTED TO THE LEGAL POINT
OF DISCHARGE TO THE RELEVANT AUTHORITY'S APPROVAL. PROVIDE INSPECTION OPENINGS AT 9M CENTRES
AND AT EACH CHANGE OF DIRECTION.

COVERS TO UNDERGROUND STORMWATER DRAINS SHALL BE NOT LESS THAN:

100MM UNDER SOIL

50MM UNDER PAVED OR CONCRETE AREAS

100MM UNDER UNREINFORCED CONCRETE OR PAVED DRIVEWAYS

75MM UNDER REINFORCED CONCRETE DRIVEWAYS

THE BUILDER AND SUBCONTRACTOR SHALL ENSURE THAT ALL STORMWATER DRAINS, SEWER PIPES AND THE
LIKE ARE LOCATED AT A SUFFICIENT DISTANCE FROM ANY BUILDINGS, FOOTING AND/OR SLAB EDGE BEAMS

SO AS TO PREVENT GENERAL MOISTURE PENETRATION, DAMPNESS, WEAKENING AND UNDERMINING OF ANY
BUILDING AND ITS FOOTING SYSTEM.

SAFETY OF BUILDING USERS

WHERE STAIRS, RAMPS AND BALUSTRADES ARE TO BE CONSTRUCTED, THESE SHALL COMPLY WITH ALL
PROVISIONS OF BCA 11.2.

OTHER THAN SPIRAL STAIRS:

— RISERS SHALL BE 190MM MAX AND 115MM MIN

— GOINGS SHALL BE 355MM MAX AND 240MM MIN

— 2R+G SHALL BE 700MM MAX AND 550MM MIN

— THERE SHALL BE LESS THAN 125MM GAP BETWEEN OPEN TREADS.

ALL TREADS, LANDINGS AND THE LIKE SHALL HAVE A SLIP RESISTANCE CLASSIFICATION OF P3 OR R10 FOR
DRY SURFACE CONDITIONS AND P4 OR R11 FOR WET SURFACE CONDITIONS, OR A NOSING STRIP WITH A
SLIP-RESISTANCE CLASSIFICATION OF P3 FOR DRY SURFACE CONDITIONS AND P4 FOR WET SURFACE
CONDITIONS.

BARRIERS SHALL BE PROVIDED WHERE IT IS POSSIBLE TO FALL 1M OR MORE FROM THE LEVEL OF THE
TRAFFICABLE SURFACE TO THE SURFACE BENEATH. SUCH BARRIERS (OTHER THAN TENSIONED WIRE
BARRIERS) SHALL BE:

— 1000MM MIN ABOVE FINISHED STAIR LEVEL (FSL) OF BALCONIES, LANDINGS ETC; AND

- 865MM MIN ABOVE FSL OF STAIR NOSING OR RAMP; AND

— VERTICAL, WITH GAPS OF NO MORE THAN 125MM.

WHERE THE FLOOR BELOW A BEDROOM WINDOW IS 2M OR MORE ABOVE THE SURFACE BENEATH, THE
WINDOW SHALL COMPLY WITH BCA CLAUSE 11.3.7.

WHERE THE FLOOR BELOW A WINDOW OTHER THAN IN A BEDROOM IS 4M OR MORE ABOVE THE SURFACE
BENEATH, THE WINDOW SHALL COMPLY WITH BCA CLAUSE 11.3.8.

WHERE A BEDROOM WINDOW IS 2M OR MORE ABOVE THE SURFACE BENEATH, OR IT IS POSSIBLE TO FALL 4M
OR MORE FROM THE LEVEL OF ANY TRAFFICABLE SURFACE TO THE SURFACE BENEATH, ANY HORIZONTAL
ELEMENT WITHIN A BARRIER BETWEEN 150MM AND 760MM ABOVE THE FLOOR SHALL NOT FACILITATE
CLIMBING.

HANDRAILS SHALL BE CONTINUOUS, WITH TOPS SET >865MM VERTICALLY ABOVE STAIR NOSING AND FLOOR
SURFACE OF RAMPS.

WIRE BARRIERS SHALL COMPLY WITH BCA 11.3.4 AND 11.3.6.

A GLASS BARRIER OR WINDOW SERVING AS A BARRIER SHALL COMPLY WITH BCA H1D8.

CLASS 1 BUILDINGS WITH AIR PERMEABILITY OF NOT MORE THAN 5 MYHR.M? AT 50 PA SHALL BE PROVIDED
WITH A MECHANICAL VENTILATION SYSTEM COMPLYING WITH H6V3.INWARD-OPENING SWING DOORS TO
FULLY ENCLOSED SANITARY COMPARTMENTS SHALL COMPLY WITH BCA CLAUSE 10.4.2.

ALL SHOWER WALLS AND WALLS ADJACENT TO TOILET SHALL BE BRACED WITH 12MM PLY FOR FUTURE GRAB
RAILS OR SUPPLY NOGGINGS WITH A THICKNESS OF AT LEAST 25MM IN ACCORDANCE WITH
RECOMMENDATIONS OF LIVEABLE HOUSING DESIGN GUIDELINES.

FLOORING IN WET AREAS, LAUNDRY AND KITCHEN SHALL BE SLIP RESISTANT.

DOOR HARDWARE SHALL BE INSTALLED 900MM - 1100MM ABOVE THE FINISHED FLOOR.

THERE SHALL BE A LEVEL TRANSITION BETWEEN ABUTTING INTERNAL SURFACES (A MAXIMUM VERTICAL
TOLERANCE OF 5MM BETWEEN ABUTTING SURFACES IS ALLOWABLE PROVIDED THE LIP IS ROUNDED OR
BEVELLED).

SERVICES

SOLAR COLLECTOR PANEL LOCATIONS ARE INDICATIVE ONLY. LOCATION AND SIZE ARE DEPENDENT ON
MANUFACTURER'S/INSTALLER'S RECOMMENDATION.

DUCTWORK FOR HEATING AND COOLING SYSTEMS SHALL COMPLY WITH AS4254 & AS/NZS 4859.1 IN
ACCORDANCE WITH CLIMATE ZONE REQUIREMENTS SET DOWN IN BCA TABLE 3.

TIMBER FRAMING

STANDARD TIMBER ROOFING AND WALL FRAMING SHALL BE PROVIDED IN ACCORDANCE WITH AS1684
(RESIDENTIAL TIMBER-FRAMED CONSTRUCTION) AND ALL RELEVANT SUPPLEMENTS.

ELECTRICAL

SMOKE DETECTORS SHALL BE FITTED WHERE NONE ARE PRESENT, OR WHERE EXISTING ARE
NON-COMPLIANT WITH AS3786.

NEW SMOKE DETECTORS SHALL BE INTERCONNECTED; MAINS-POWERED; AND LOCATED AND INSTALLED PER
BCA9.52 AND 9.5.4.

IN A CLASS 10A PRIVATE GARAGE, AN ALTERNATIVE ALARM MAY BE INSTALLED PER BCA 9.5.1(B).

LIGHT SWITCHES SHALL BE POSITIONED IN A CONSISTENT LOCATION 900MM - 1100MM ABOVE THE FINISHED
FLOOR LEVEL; HORIZONTALLY ALIGNED WITH THE DOOR HANDLE AT THE ENTRANCE TO A ROOM.

POWER POINTS SHALL NOT BE INSTALLED LOWER THAN 300MM ABOVE FINISHED FLOOR LEVEL.

ALL ELECTRICAL PENETRATIONS SHALL BE SEALED USING MATERIAL APPROPRIATE TO THE RATING OF THE
CABLE AND/OR DEVICE.

ONLY STAMPED IC4-RATED DOWNLIGHTS SHALL BE INSTALLED AND INSULATION SHALL NOT BE PENETRATED
FOR DOWNLIGHTS.

DUCTWORK FOR EXHAUST FANS AND HEATING AND COOLING SYSTEMS SHALL COMPLY WITH AS4254 & AS/NZS
4859.1 IN ACCORDANCE WITH CLIMATE ZONE REQUIREMENTS SET DOWN IN BCA 13.7.4.

EXHAUST FROM A BATHROOM, SANITARY COMPARTMENT OR LAUNDRY SHALL BE DISCHARGED DIRECTLY VIA
AN INSULATED SHAFT OR R1 INSULATED DUCTING TO OUTDOOR AIR. MINIMUM FLOW RATES SHALL BE:

— 40 L/SFOR KITCHEN & LAUNDRY
— 25L/S FOR BATHROOM OR SANITARY COMPARTMENT.
AN EXHAUST SYSTEM THAT IS NOT RUN CONTINUOUSLY AND IS SERVING A BATHROOM OR SANITARY

COMPARTMENT THAT IS NOT VENTILATED IN ACCORDANCE WITH BCA 10.6.2(A) SHALL BE INTERLOCKED WITH
THE ROOM'S LIGHT SWITCH; AND INCLUDE A 10 MINUTE RUN-ON TIMER.

EXHAUST FANS, RANGEHOODS AND THE LIKE SHALL BE INSTALLED WITH SELF-CLOSING DAMPERS.
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BUILDING THERMAL PERFORMANCE

WORKS SHALL BE CONSTRUCTED IN ACCORDANCE WITH THE STAMPED PLANS ENDORSED BY
ACCREDITED THERMAL PERFORMANCE ASSESSOR , WITHOUT ALTERATION.
THE NATHERS ENERGY RATING CONTAINS INBUILT ASSUMPTIONS ABOUT THE INTEGRITY OF THE
BUILDING FABRIC WITH REGARDS INSULATION, DRAUGHTPROOFING AND GLAZING. WORKS SHALL
COMPLY WITH THE FOLLOWING MEASURES, TO ENSURE THAT THE AS-BUILT PERFORMANCE
CORRESPONDS TO THAT MODELLED IN THE ENERGY RATING.
INSULATION AS FOLLOWS SHALL BE INSTALLED IN ACCORDANCE WITH BCA 13.2.2
INSULATION SHALL BE INSTALLED TIGHT AND CONTINUOUS, WITHOUT GAPS AND CRACKS, HARD UP
AGAINST INTERNAL LININGS (INCLUDING SUBFLOOR). THERE SHALL BE NO AIR GAP BETWEEN AN
INTERNAL LINING AND INSULATION. JUNCTIONS BETWEEN INTERNAL AND EXTERNAL WALLS SHALL BE
INSULATED.
INSULATION SHALL NOT BE CRUSHED OR COMPRESSED.
BOX GUTTERS AND MANHOLE COVERS SHALL BE INSULATED TO THE SAME R-VALUE AS THE ROOF,
USING INSULATION BATTS OR BLANKET OR CLOSED-CELL FOAM.
DOWNLIGHTS SHALL BE STAMPED AS IC4 RATED, AIRTIGHT AND COVERED BY INSULATION.
IN CLIMATE ZONES 6, 7 AND 8] A VAPOUR PERMEABLE LAYER SHALL BE INSTALLED PER
MANUFACTURER'S INSTRUCTIONS IN ALL NEW EXTERNAL WALLS. THE MATERIAL SHALL BE OVERLAPPED
AND FULLY TAPED ON THE EXTERNAL SIDE TO ENSURE A TIGHT SEAL. ALL PENETRATIONS IN THE
MEMBRANE SHALL BE SEALED, ENSURING THAT THE MATERIAL COVERS GAPS BETWEEN STUDS AND
DOORS AND WINDOW FRAMES. ANY FLASHING AROUND WINDOWS SHALL BE TAPED OVER THE BUILDING
WRAP.
WHERE A FOIL-BACKED MEMBRANE IS USED, TIMBER BATTENS SHALL BE USED TO MINIMISE THERMAL
CONDUCTION.
ALL TRADES SHALL BE INSTRUCTED TO REPLACE ANY INSULATION THEY HAVE REMOVED IN THE
COURSE OF THER WORK AND TO TAPE ANY CUTS/PENETRATIONS IN BUILDING WRAP. ALL
PENETRATIONS SHALL BE CAULKED USING A FIT-FOR-PURPOSE FLEXIBLE SEALANT.
ALL REDUNDANT OPENINGS SUCH AS DECOMMISSIONED CHIMNEYS AND WALL VENTS SHALL BE SEALED
OFF AT TOP AND BOTTOM, UNLESS AN UNFLUED GAS HEATER IS PRESENT.
CAULKING PRODUCTS SHALL BE APPROPRIATE FOR THE INTENDED APPLICATION.
BEFORE INSTALLING MOULDINGS, A FIT-FOR-PURPOSE, LONG-LASTING PROPRIETARY TAPE OR
FLEXIBLE CAULKING PRODUCT SHALL BE USED TO SEAL JUNCTIONS OF:

PLASTERBOARD AND FLOOR

PLASTERBOARD AND TOP PLATE (FOR SQUARE SET CORNICES)

VERTICAL AND HORIZONTAL PLASTERBOARD

TOPS, BOTTOMS AND SIDES OF ARCHITRAVES AND PLASTERBOARD.

ALL EXHAUST FANS AND DUCTS, INCLUDING RANGEHOODS, SHALL BE FITTED WITH

SELF-CLOSING MECHANISMS.

WHERE IT IS NOT POSSIBLE TO INSULATE UNDER AN EXISTING TIMBER FLOOR, GAPS BETWEEN
FLOORBOARDS SHALL BE SEALED BEFORE APPLYING FINISHES OR COVERINGS.

EXTERNAL DOORS AND WINDOWS SHALL BE DRAUGHTPROOFED PER BCA 13.4.4 USING A DURABLE,
FIT-FOR-PURPOSE SEAL.

CAVITY SLIDER POCKETS SHALL BE SEALED BEFORE INSTALLATION, EITHER BY WRAPPING WITH
VAPOUR PERMEABLE MEMBRANE, OR BY SCREWING PLASTER SECURELY TO THE FRAME AND APPLYING
A SILICON BEAD.

CONDITIONED CLASS 1 AND UNCONDITIONED CLASS 10A SPACES SHALL BE SEPARATED BY INSULATION.
ANY OPENINGS BETWEEN SUCH SPACES SHALL BE WEATHER-STRIPPED.

THE CLIENT RETAINS THE RIGHT TO IMPLEMENT A BLOWER DOOR TEST TO TEST FOR AIR TIGHTNESS
PRIOR TO PAINTING. TARGET AIR PERMEABILITY IS NOT MORE THAN [INSERT] M*/HR.M? AT 50 PA.
WINDOW SIZES NOMINATED ARE NOMINAL. ACTUAL SIZE MAY VARY MINIMALLY ACCORDING TO
MANUFACTURER; HOWEVER, OPENING STYLES, OVERALL SIZE, U-VALUE AND SHGC VALUES ARE INBUILT
INTO THE ENERGY RATING AND MAY NOT BE ALTERED WITHOUT THE EXPRESS APPROVAL OF THE
PROJECT'S ENERGY RATER.

GLAZED DOORS AND WINDOWS SHALL BE [INSERT] WIND RATED, DOUBLE-GLAZED, WEATHER-STRIPPED
AND FLASHED ALL AROUND.

OPENABLE WINDOWS SHALL BE PROVIDED WITH FLYSCREENS.

DEMOLITION

© COPYRIGHT IN WHOLE OR IN PART

ALL MATERIALS AND WORK PRACTICES SHALL COMPLY WITH BUILDING REGULATIONS 2018, THE
NATIONAL CONSTRUCTION CODE SERIES 2022 BUILDING CODE OF AUSTRALIA VOL. 2 AND ALL RELEVANT
CURRENT AUSTRALIAN STANDARDS (AS AMENDED) REFERRED TO THEREIN. THIS DOCUMENT SPECIFIES
ONLY THE MINIMUM STANDARD OF WORK FOR THE DEMOLITION WORKS ON RESIDENTIAL PROJECTS
AND ALL WORK AND PRECAUTIONS SHALL BE TO BEST TRADE PRACTICE.

A BUILDING PERMIT SHALL BE ATTAINED PRIOR TO THE COMMENCEMENT OF ANY DEMOLITION WORKS.
PRECAUTIONS SHALL BE TAKEN BEFORE AND DURING DEMOLITION IN ACCORDANCE WITH AS2601.
PROTECTIVE OUTRIGGERS, FENCES, AWNINGS, HOARDING, BARRICADES AND THE LIKE SHALL BE
INSTALLED WHERE NECESSARY TO GUARD AGAINST DANGER TO LIFE OR PROPERTY OR WHEN
REQUIRED BY THE RELEVANT BUILDING SURVEYOR. DEMOLITION SHALL NOT COMMENCE UNTIL THESE
PRECAUTIONARY MEASURES HAVE BEEN INSPECTED AND APPROVED BY THE RELEVANT BUILDING
SURVEYOR.

DURING THE PROCESS OF DEMOLITION, WORKS SHALL BE UNDER THE CONTINUOUS SUPERVISION OF
THE DEMOLISHER OR AN EXPERIENCED FOREPERSON.

ARRANGEMENTS SHALL BE MADE WITH THE RELEVANT ELECTRICAL SUPPLY AUTHORITY FOR THE
DISCONNECTION OF ELECTRICAL MAINS SUPPLY EXCEPT THAT, WHERE PARTIAL DEMOLITION IS
PROPOSED, THE LICENSED ELECTRICAL CONTRACTOR SHALL SATISFY THE RELEVANT ELECTRICAL
SUPPLY AUTHORITY THAT THE PORTION OF THE BUILDING TO BE DEMOLISHED HAS BEEN ISOLATED.
BEFORE DEMOLITION IS COMMENCED, AND ALSO DURING THE PROGRESS OF SUCH WORKS, ALL
ELECTRICAL CABLE OR APPARATUS THAT ARE LIABLE TO BE A SOURCE OF DANGER - OTHER THAN
CABLE OR APPARATUS USED FOR THE DEMOLITION WORKS - SHALL BE DISCONNECTED.

THE DEMOLISHER SHALL BE RESPONSIBLE FOR THE DISCONNECTION OF ALL TELECOMMUNICATION
SUPPLIES.

THE DEMOLISHER SHALL BE RESPONSIBLE FOR CUTTING AND SEALING ANY STORM WATER, SEWER
PIPES, WATER SERVICES, GAS SERVICES AND THE LIKE.

THE POSITION OF CAPPED SEWER AND STORM WATER DRAINS, SEALED-OFF WATER SUPPLY LINES, GAS
SUPPLY LINES AND THE LIKE SHALL BE CLEARLY MARKED ON THE SITE.

DEMOLITION SHALL BE EXECUTED STOREY BY STOREY, COMMENCING AT THE ROOF AND WORKING
DOWNWARDS.

ALL PRACTICABLE PRECAUTIONS SHALL BE TAKEN TO AVOID DANGER FROM COLLAPSE OF A BUILDING
WHEN ANY PART OF A FRAMED OR PARTLY FRAMED BUILDING IS REMOVED.

DEMOLISHED MATERIAL SHALL NOT BE ALLOWED TO REMAIN ON ANY FLOOR OR STRUCTURE IF THE
WEIGHT OF THE MATERIAL EXCEEDS THE SAFE CARRYING CAPACITY OF THE FLOOR OR STRUCTURE.
SUCH MATERIAL SHALL NOT BE SO PILED OR STACKED THAT IT WILL ENDANGER WORKERS OR OTHER
PERSONS, AND SHALL BE REMOVED AS SOON AS PRACTICABLE FROM THE SITE.

NO WALL, CHIMNEY, OTHER STRUCTURE, OR PART OF A STRUCTURE SHALL BE LEFT UNATTENDED OR
UNSUPPORTED IN SUCH A CONDITION THAT IT MAY COLLAPSE DUE TO WIND OR VIBRATION, OR
OTHERWISE BECOME DANGEROUS.

WHERE REQUIRED BY COUNCIL, THE DEMOLISHER SHALL CONSTRUCT A TEMPORARY CROSSING
PLACED OVER THE FOOTPATH.

NO PART OF ANY EXTERNAL WALL ON OR WITHIN 3M OF A STREET ALIGNMENT MAY BE PULLED DOWN
EXCEPT DURING THE HOURS THAT THE RELEVANT BUILDING SURVEYOR DIRECTS.

ANY SEPTIC TANK(S) ON THE DEMOLITION SITE SHALL BE EMPTIED AND FILLED WITH CLEAN SAND OR
REMOVED ENTIRELY. ANY SOAK WELLS, LEACH DRAINS OR SIMILAR APPARATUS SHALL BE REMOVED OR
FILLED WITH CLEAN SAND.

ANY SWIMMING POOLS, PONDS OR THE LIKE - EITHER ON THE DEMOLITION SITE OR ON A NEIGHBOURING
ALLOTMENT - WHERE AFFECTED BY THE DEMOLITION WORKS SHALL BE ADEQUATELY FENCED AND
MADE SAFE SO AS TO COMPLY WITH AS1926, PARTS 1 & 2, PRIOR TO COMMENCEMENT OF ANY
DEMOLITION WORKS.

ALL PRACTICABLE MEASURES SHALL BE IMPLEMENTED TO MINIMISE WASTE TO LANDFILL. THE BUILDER
MAY USE A CONSTRUCTION WASTE RECOVERY SERVICE, OR SORT AND TRANSPORT RECYCLABLE
MATERIALS TO THE APPROPRIATE REGISTERED RECYCLER.

A SITE MANAGEMENT PLAN SHALL BE IMPLEMENTED DURING DEMOLITION WORKS TO CONTROL
SEDIMENT RUN-OFF IN ACCORDANCE WITH [INSERT RELEVANT STATE/COUNCIL GUIDELINES OR
REGULATION]. PROVIDE 'PROPEX' OR EQUIVALENT SILT FENCES TO THE LOW SIDE OF THE ALLOTMENT
AND AROUND ALL SOIL STOCKPILES AND STORM WATER INLET PITS / SUMPS AND INSTALL 'SILT STOP'
FILTER BAGS OVER ALL STORM WATER ENTRY PITS DURING DEMOLITION WORKS. PLACE 'SUPERGRO'
OR EQUIVALENT EROSION CONTROL FABRIC OVER GARDEN BEDS TO PREVENT SURFACE EROSION.
DUST-CREATING MATERIAL, UNLESS THOROUGHLY DAMPENED DOWN, SHALL NOT BE THROWN OR
DROPPED FROM THE BUILDING, BUT RATHER SHALL BE LOWERED BY HOISTING APPARATUS OR
REMOVED BY MATERIAL CHUTES. ALL CHUTES SHALL BE COMPLETELY ENCLOSED AND A DANGER SIGN
SHALL BE AT THE DISCHARGE END OF EVERY CHUTE.

DUST-CREATING MATERIAL SHALL BE KEPT SPRAYED WITH WATER SO AS TO PREVENT ANY NUISANCE
FROM DUST.

MATERIALS REMOVED OR DISPLACED FROM THE BUILDING SHALL NOT BE PLACED IN ANY STREET, ROAD
OR RIGHT OF WAY.

MATERIALS REMOVED OR DISPLACED FROM THE BUILDING BEING DEMOLISHED, OR MATERIALS LEFT
STANDING, SHALL NOT BE BURNED ON THE DEMOLITION SITE.

REMOVAL OF BUILDINGS BY ROAD SHALL BE APPROVED BY RELEVANT COUNCIL'S TRAFFIC ENGINEER.
PRIOR TO THE COMMENCEMENT OF ANY WORKS, THE BUILDER SHALL CARRY OUT AN AUDIT TO
DETERMINE IF ASBESTOS IS PRESENT IN THE EXISTING WORKS. WHERE ANY ASBESTOS PRODUCT IS
FOUND IN THE PROPOSED WORKS AREA DURING INITIAL INSPECTION, OR DURING THE COURSE OF THE
DEMOLITION WORKS, THE BUILDER SHALL ENGAGE AN AUTHORISED AND REGISTERED CONTRACTOR
FOR SAFE REMOVAL AND LAWFUL DISPOSAL.

DRAWINGS TO BE READ IN CONJUNCTION
WITH ENGINEERING DOCUMENTATION.
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GENERAL NCC NOTES

ALL MATERIALS AND WORK PRACTICES SHALL COMPLY WITH, BUT NOT LIMITED TO, THE BUILDING
REGULATIONS 2018, THE NATIONAL CONSTRUCTION CODE SERIES 2019 BUILDING CODE OF AUSTRALIA
VOL 2 AND ALL RELEVANT CURRENT AUSTRALIAN STANDARDS (AS AMENDED) REFERRED TO THEREIN.
THESE SPECIFICATIONS SPECIFY ONLY THE MINIMUM STANDARD OF WORK FOR THE DEMOLITION
WORKS ON RESIDENTIAL PROJECTS, AND ALL WORKMANSHIP AND PRECAUTIONS SHALL BE TO BEST
TRADE PRACTICE.

O

PRECAUTIONS MUST BE TAKEN BEFORE AND DURING DEMOLITION IN ACCORDANCE WITH AS 2601-2001:
THE DEMOLITION OF STRUCTURES.

O

DURING THE PROGRESS OF THE DEMOLITION THE WORKS SHALL BE UNDER THE CONTINUOUS
SUPERVISION OF THE DEMOLISHER OR OF AN EXPERIENCED FOREMAN, AND DEMOLITION SHALL BE
EXECUTED STOREY BY STOREY COMMENCING AT THE ROOF AND WORKING DOWNWARDS.

(

THE DEMOLITION MUST NOT BE COMMENCED UNTIL THE PRECAUTIONARY MEASURES HAVE BEEN
INSPECTED AND APPROVED BY THE RELEVANT BUILDING SURVEYOR.

(

THE DEMOLISHER SHALL CONSTRUCT A TEMPORARY CROSSING PLACED OVER THE FOOTPATH, AS
REQUIRED BY THE COUNCIL.

O

NO PART OF ANY EXTERNAL WALL ON OR WITHIN 3.00M OF A STREET ALIGNMENT MAY BE PULLED DOWN,
EXCEPT DURING THE HOURS THAT THE RELEVANT BUILDING SURVEYOR DIRECTS.

O

PROTECTIVE OUTRIGGERS, FENCES, AWNINGS, HOARDING, BARRICADES AND THE LIKE MUST BE
INSTALLED WHERE NECESSARY TO GUARD AGAINST DANGER TO LIFE OR PROPERTY OR WHEN
REQUIRED BY THE RELEVANT BUILDING SURVEYOR.

(

DUST CREATING MATERIAL, UNLESS THOROUGHLY DAMPENED DOWN, SHALL NOT BE THROWN OR
DROPPED FROM THE BUILDING BUT SHALL BE LOWERED BY HOISTING APPARATUS OR REMOVED BY
MATERIAL CHUTES. ALL CHUTES SHALL BE COMPLETELY ENCLOSED AND A DANGER SIGN SHALL BE AT
THE DISCHARGE END OF EVERY CHUTE.

0

ALL PRACTICABLE PRECAUTIONS SHALL BE TAKEN TO AVOID DANGER FROM COLLAPSE OF A BUILDING
WHEN ANY PART OF A FRAMED OR PARTLY FRAMED BUILDING IS REMOVED.

0

DEMOLISHED MATERIAL SHALL NOT BE ALLOWED TO REMAIN ON ANY FLOOR OR STRUCTURE IF THE
WEIGHT OF THE MATERIAL EXCEEDS THE SAFE CARRYING CAPACITY OF THE FLOOR OR STRUCTURE,
AND SUCH MATERIAL SHALL NOT BE SO PILED OR STACKED THAT IT WILL ENDANGER WORKMEN OR
OTHER PERSONS, AND SHALL BE REMOVED AS SOON AS PRACTICABLE FROM THE SITE.

O

NO WALL, CHIMNEY OR OTHER STRUCTURE OR PART OF A STRUCTURE SHALL BE LEFT UNATTENDED OR
UNSUPPORTED IN SUCH A CONDITION THAT IT MAY COLLAPSE DUE TO WIND OR VIBRATION OR
OTHER-WISE BECOME DANGEROUS.

O

BEFORE DEMOLITION IS COMMENCED, AND ALSO DURING THE PROGRESS OF SUCH WORKS, ALL
ELECTRICAL CABLE OR APPARATUS WHICH ARE LIABLE TO BE A SOURCE OF DANGER - OTHER THAN
CABLE OR APPARATUS USED FOR THE DEMOLITION WORKS - SHALL BE DISCONNECTED.

ARRANGEMENTS SHALL BE MADE WITH THE RELEVANT ELECTRICAL SUPPLY AUTHORITY FOR THE
DISCONNECTION OF ELECTRICAL MAINS SUPPLY EXCEPT THAT, WHERE PARTIAL DEMOLITION IS
PROPOSED, THE LICENSED ELECTRICAL CONTRACTOR SHALL SATISFY THE RELEVANT ELECTRICAL
SUPPLY AUTHORITY THAT THE PORTION OF THE BUILDING TO BE DEMOLISHED HAS BEEN ISOLATED.

O

THE DEMOLISHER SHALL BE RESPONSIBLE FOR THE DISCONNECTION OF ALL TELECOMMUNICATION
SUPPLIES.

O

THE DEMOLISHER SHALL BE RESPONSIBLE TO CUT AND SEAL ANY STORM WATER, SEWER PIPES, WATER
SERVICES, GAS SERVICES AND THE LIKE.

O

THE POSITION OF CAPPED SEWER AND STORM WATER DRAINS, SEALED-OFF WATER SUPPLY LINES, GAS
SUPPLY LINES AND THE LIKE ARE TO BE CLEARLY MARKED ON THE SITE.

0

ANY SEPTIC TANK(S) ON THE DEMOLITION SITE SHALL BE EMPTIED AND FILLED WITH CLEAN SAND, OR
REMOVED ENTIRELY, AND ANY SOAK WELLS, LEACH DRAINS OR SIMILAR APPARATUS SHALL BE
REMOVED OR FILLED WITH CLEAN SAND.

O

ANY SWIMMING POOLS, PONDS OR THE LIKE EITHER ON THE DEMOLITION SITE OR ON THE
NEIGHBOURING ALLOTMENTS WHERE AFFECTED BY THE DEMOLITION WORKS SHALL BE ADEQUATELY
FENCED AND MADE SAFE, SO AS TO COMPLY WITH 'AS 1926 SWIMMING POOL SAFETY' PARTS 1 & 2 PRIOR
TO COMMENCEMENT OF ANY DEMOLITION WORKS.

O

MATERIALS REMOVED OR DISPLACED FROM THE BUILDING SHALL NOT BE PLACED IN ANY STREET, ROAD
OR RIGHT OF WAY AND, BEFORE COMMENCING, WHERE REQUIRED, SHALL BE KEPT SPRAYED WITH
WATER SO AS TO PREVENT ANY NUISANCE FROM DUST.

(

MATERIALS REMOVED OR DISPLACED FROM THE BUILDING BEING DEMOLISHED OR MATERIALS LEFT
STANDING SHALL NOT BE BURNED ON THE DEMOLITION SITE.

(

REMOVAL OF BUILDINGS BY ROAD MUST BE APPROVED BY RELEVANT COUNCILS TRAFFIC ENGINEER.

O

A SITE MANAGEMENT PLAN IS TO BE IMPLEMENTED DURING DEMOLITION WORKS TO CONTROL
SEDIMENT RUN-OFF IN ACCORDANCE WITH EPA VICTORIA PUBLICATION #275: CONSTRUCTION
TECHNIQUES FOR SEDIMENT POLLUTION CONTROL. PROVIDE 'PROPEX' OR EQUIVALENT SILT FENCES TO
THE LOW SIDE OF THE ALLOTMENT AND AROUND ALL SOIL STOCKPILES AND STORM WATER INLET
PITS/SUMPS AND INSTALL 'SILT STOP' FILTER BAGS OVER ALL STORM WATER ENTRY PITS DURING
DEMOLITION WORKS. 'SUPERGRO' OR EQUIVALENT EROSION CONTROL FABRIC TO BE PLACED OVER
GARDEN BEDS TO PREVENT SURFACE EROSION DURING REVEGITATION PERIOD.

O

IT IS THE BUILDER'S RESPONSIBILITY TO CARRY OUT AN AUDIT PRIOR TO THE COMMENCEMENT OF ANY
WORKS TO DETERMINE IF ASBESTOS IS PRESENT IN THE EXISTING WORKS. WHERE ANY ASBESTOS
PRODUCT IS FOUND IN THE PROPOSED WORKS AREA DURING INITIAL INSPECTION OR DURING THE
COURSE OF THE DEMOLITION WORKS THE BUILDER SHALL ENGAGE AN AUTHORISED AND REGISTERED
CONTRACTOR FOR SAFE REMOVAL AND LAWFUL DISPOSAL.

A BUILDING PERMIT IS REQUIRED PRIOR TO THE COMMENCEMENT OF THESE WORKS. THE RELEASE OF
THE DOCUMENTS IS CONDITIONAL TO THE OWNER OBTAINING THE REQUIRED BUILDING PERMIT.

DRAWINGS TO BE READ IN CONJUNCTION
WITH ENGINEERING DOCUMENTATION.
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